
N20HC6250
Liquid-cooled ESS 

Container

6.25MWh 587Ah

Ultimate Safety Liquid Cooling

Long Service Life High Energy Density

Cabinet and pack-level fire suppression system 
with aerosol. Support temperature, smoke and 
gas multiple detection. Passed UL9540A, NFPA 
69, IEC62933 certification.

Liquid-cooled system is designed with low energy 
consumption. Lower temperature difference of the cells 
and higher cell consistency.

Support maximum 10-year warranty. Excellent 
performance of battery system in service life.

The product is based on a new generation of 587Ah 
lithium batteries. Compared with the 5MWh container, 
the area energy density has been increased by 25%.

Nenghui’s N20HC6250 

factory-assembled DC 

battery storage container 

sh ips  w i th  8  battery 

racks on the 6.25MWh 

20ft container, power distribution cabinet, fire suppression system and advanced liquid-

cooling system. And the module is made up of 587Ah LFP prismatic cells. Each cell undergoes 

strict quality inspections to ensure high energy density, wide operating temperature range, 

extended battery life, as well as the highest protection and safety features.

Usage Scenario

Peak Shifting, Peak Shaving, Demand Response

DAM & ASM (aFRR, mFRR, etc）

PV Integration

Back-up Power

Technical Specification
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