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NENGIiLj Founded 2009 | Listed 2021

Stock Code: 301046.5Z
PROFILE Engineering-Grade EPC for Integrated Energy Solutions

Who We Are What We Have

FULL-ECOSYSTEM FULL-PRESENCE
INTEGRATED ENERGY SOLUTIONS EUROPEAN LOCALIZED
PROVIDER SUPPORT
. o . . \ N Dutch Subsidiary
Ch|nq’s First L|steq| Firm Spec]ol— Plorjeer in Chlno'§ 2017 NENGHU| ENERGY STORAGE
izing in PV EPC, with Cumulative National Microgrid TECHNOLOGY B.V.
Capacity Over 10GWp Demonstration Project Q
A~ e T O Austria Technical Team .
d: oEss oy 20 e g
Warehouse ‘

SN BESS Cabinet Inventory > 10MWh,
NENGHUI Monthly Replenishment .
China
Headquarters &
Large-Scale R&D
)

Manufacturing Base

Charging & Swapping

Only Chinese Provider with
AGV, RGV and Top-lifting Swap
Technologies.

‘ What We Offer
FULL-LIFECYCLE TURNKEY SOLUTIONS

Intelligent Software

SAFE PRODUCTS

Certified Hardware

B CE & L) 150 £ @) N8I

CEI 0-16 EN 50549-1 UNE 217001 TOR Erzeuger NTS G99
CElI 0-21 EN 50549-10 UNE 217002 Polish Grid Code A3 631

FULL-PROCESS SERVICES

¥ R&D & Integration °E Design ™ Engineering f Install Q Test O&M & Finance

« Full-Site Real-Time Monitoring

« Multi-Dimensional Data Analysis
« Al Charge-Discharge Scheduling
« Full-Cycle Revenue Optimization

BESS Built On Engineering-Grade EPC Expertise
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NE261L

All-in-one Liquid-cooled

NENGHUI

ESS Cabinet
261kWh
Parameter NE261L
Cell Type LFP314Ah
PACK 52.25kWh/1P52S
ST Battery System 261.25kWh/1P260S
Rated Voltage 832Vdc
Voltage Range 728-936Vdc
Pack Ingress Rating IP67
Rated Power 125kwW
Max. Power 137kW (1Tmin)
THDi <3%
AC Side DC Ratio <0.5%lpn
Nominal Voltage 400Vac/3P+N+PE

Power Factor

-1 lagging~1 leading

General Data

Nominal Frequency 50Hz/60Hz
Max. System Efficiency 90%
Charge/Discharge Rate 0.5P

DoD 95% (25+2°C)
SOC Accuracy 3%

Cycle Life 8,000 cycles
Switching Time <100ms
Connectivity Ethernet /RS485
Ingress Rating IP55

Cooling

Operating Temperature
Humidity

Noise

Altitude

Fire Safety

Dimensions (W*D*H)
Weight

Compliance

Active liquid cooling

-30°C-50°C

5-95%RH, non-condensing
<75dB

<2,000m (derating above 2,000m)
Aerosol

1,000*1,400*2,350(mm)

2,700 kg

UN38.3, IEC62477, IEC61000, IEC62619,IEC63056, IEC62933, UL9540A, EN50549

Nenghui Energy Technology Co.,Ltd.
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NH-1CS240-261 &ss Charger

ESS: 261kWh
*30kW base module; power ratings: 120/150/180/210/240kW

AC Input

Input Voltage Range 400Vac/3P+N+PE
Rate Input Current 200A

Max Input Power 125kW

Power Factor 20.99

Efficiency >97%

DC Output (Charger)
Output Voltage Range

Max Output Current (system)
Output Current (connector)

Max Output Power

Number of Outputs
Connector Type
Charging Cable Length

150-1000Vdc

400A

200 A, 250 A, 300 A, 350 A, 400 A optional

240 kW (The battery pack can support 2 hours when fully charged)
125 kW(When the battery pack is short of power)

2 (Any two combinations of CCS2, CCS1, GB/T, CHAdeMO, NACS)
CCS2, CCS1,GBT,CHAdeMO, NACS

5m, Other lengths upon request

Voltage Accuracy +0.5%

Current Accuracy 1%

Cell Type LFP314Ah

PACK 52.25kWh/1P52S
Battery System 261.25kWh/1P260S
Rated Voltage 832Vdc

Voltage Range 728-936Vdc
Charge/Discharge Rate 0.5P

DoD 95% (25£2°C)
SOC Accuracy 3%

Cycle Life 8,000 cycles

User Interface
Display

User Authentication
Support Language

General Data

21.5" Touch Screen
RFID, QR code, App, POS Machine (Optional)
English (Other languages available upon request)

Ingress Rating
Operating Temperature
Storage Temperature
Humidity

Noise

Altitude

Fire Suppression System
Communication Protocol
Network Connection
Dimensions (W*D*H)
Weight

DC Power Meter

Compliance

IP55 & IK10 (HMI IK8)

-30 °C to +50 °C (Over 45 °C derating)

“10°Cto +45°C

5~95%RH, non-condensing

<75dB

<2,000m (derating above 2,000m)

Composite Detector, Aerosol Extinguishing Agent (Explosion proof board,Fire water interface Optional)
OCPP 1.6J, Support upgrading to OCPP 2.0.1

Ethernet, WIFI, 4G (Optional)

1,360mmm *1,600mm *2,350mm

<3000 kg

CE, MID (Optional)

UN38.3, EN62477, EN61000, IEC62619, IEC 60730, IEC61851, ISO 15118

BESS Built On Engineering-Grade EPC Expertise
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NB418L

Liquid-cooled Battery

Cabinet
418kWh

DC side

Cell Type

Pack Configuration
System Configuration
Rated DC Voltage
DC Voltage Range

NE418L-690/800

All-in-one Liquid-cooled

ESS Cabinet
418kWh

NB418L

1P416S
418kWh

1331.2Vdc
1164.8-1497.6Vdc

Max. Charge/Discharge Rate /

Max. Depth of Discharge

AC side

Rated Output Power
Max Out Power
Rated AC Voltage
AC Voltage Range
Grid Type

Rated Frequency

Power Factor
THDiI
DC Ratio

General

95%(25+2°C), 0.5P

—~ |~~~ |~~~ ~| -

NE418L-690

NE418L-800

LFP 7314 Ah
52.248 kWh / 1P52S
418 kWh / 1P416S
13312V

11648 ~ 1497.6 V
0.25~05P

95% (25+2°C)

215kW 215kW
237kW 237kW
690V 800V
-15%~+10%
3P3W
50 Hz / 60 Hz
0.99/ -1 ~ +1
<3%
<0.5% Ipn

Max. Efficiency
Cycle Life

Communication

Fire Suppression System

Ingress Rating

Cooling

Operating Temperature
Anticorrosion Rating
Humidity

Noise

Altitude

Dimensions (W*D*H)
Weight

Compliance

293% (aux. power excluded)

8,000 cycles
/

2B C~BC
/
5~95%RH, non-condensing
/
<2,000m (derating above 2,000m)
1,350*1,350*2,400mm
3,500 kg
UN38.3,[EC62619,I[EC62477 |[EC63056,CE-EMC

> 90%
> 8,000 cycles
Modbus TCP/RTU
Aerosol
IP55
Liquid cooling
-25°C~55 °C (Derating after 45 °C)
C4
5~95% RH (non-condensing)

<80dB

4000m (Derating above 2000m)

1,500%1,350*2,400 mm

3,800 kg

UN38.3, IEC62477-1, IEC61000, IEC62619,
IEC63056, UL9540A, EN50549

* Derating to 90% when battery volatge > 1300V.

Nenghui Energy Technology Co.,Ltd.
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SMWh
314Ah

N20HCS5000
N20HC6250

Liquid-cooled ESS Container

6.25MWh
587Ah

Parameter

Combination Model

Standard Charge-discharge Rate
Rated Energy

Nominal Voltage

Charge and Discharge Efficiency
Thermal Management Mode
Communication Mode

IP Rating

Battery Charge Operating Temperature

Battery Discharge Operating Temperature

Storage Temperature
Dimensions (WHD)
Weight

Storage Humidity

Altitude

Compliance

@ Ultimate Multi-Level Safety

(=] High-Efficiency Liquid Cooling :

Nk

3

Extended Service Life & Reliability

NENGHUI :

.

>

N20HC5000
12P416S

<0.5C
5015.96kWh

1331.2V

292%@25+3°C, 0.5C(excluding auxiliary
power consumption)

Liquid cooling
CAN/RS485/Ethernet
IP55

-30°C~55°C

-30°C~55°C

-10°C~50°C
6058*2438*2896mm
<43T

0~95% (no-condensing)

< 3000m (>2000m derating)

IEC 62477-1,IEC 61000-6-2/4,
IEC62619, IEC63056, IEC62933,
UL9540A, UN3536

NENGHUI |

N20HC6250
8P416S

<05C

6250kWh

1331.2V

292%@25+3°C, 0.5C(excluding auxiliary
power consumption)

Liquid cooling
CAN/RS485/Ethernet
IP55

-30°C~55°C

-30°C~55°C

-10°C~50°C
6058*2438*2896mm

< 48T

0~95% (no-condensing)

< 3000m (>2000m derating)

IEC 62477-1,IEC 61000-6-2/4,
IEC62619, IEC63056, IEC62933,
UL9540A, UN3536

CEJ Smart O&M & Cloud Monitoring

High Energy Density & Compact Design

@ Scalable & Modular Architecture

BESS Built On Engineering-Grade EPC Expertise



Application Cases

Diverse Scenarios, Tailored Solutions

Czech Republic
Grid Balaneing -
8.3MW / 7:689MWh BESS Regject

~ Bulgaria 2
“Hybrid Microgrd

100kW / 238k\Wh BESSIRrojeat

ep\
Frequency Regulation
2MW / 3.24MWh PV +BESS Project

Latvia
Power Trading
1.375MW / 2.871MWh PV + BESS Project

Hungary
Peak Shaving
200kW / 466kWh Biogas'+ DG + BE$S Project

[ |
I

e e e

C&l Energy-Opti
JO0KW / 233SKWRChdrger + BESS Projéct

Nenghui Energy Technology Co.,Ltd.
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Tel: +86 18917901984
Email: info@nenghui.com
Website: www.nenghui.com

Address:
CN: 3rd Floor, Building 2, No. 288 To gxie F
NL: Haaksbergweg 75, 1101 BR Amst
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